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Abstract—Sensing coverage and network connectivity are two
fundamental issues in wireless sensor networks (WSNs). Due to
resource constraints of sensor nodes, it may not be possible, or
necessary, to provide full coverage and/or connectivity in WSNs.
Under a certain coverage and connectivity requirement, the node
deployment strategy becomes a challenging issue in randomly
deployed networks. In this paper, we propose a square region-
based coverage and connectivity probability model (SCCP), which
reflects the relations among the coverage and connectivity rates,
the number of sensor nodes, the sensing and communication
ranges of sensor nodes, and the network size. This model can
calculate the number of sensor nodes that need to be deployed
for maintaining a certain coverage and/or connectivity rate.
The simulation results have shown that the error-rate of node
deployment is less than 5%, which is defined as the absolute
difference between the number of sensor nodes obtained from
the theoretical analysis and the number obtained from the
simulation, divided by the number of sensor nodes obtained
from the theoretical analysis. The proposed model is very useful
in estimating the monitoring coverage and connectivity capacity
when sensor nodes are distributed randomly and uniformly.

Index Terms—wireless sensor networks (WSNs), coverage,
connectivity, random deployment, largest connected component.

I. Introduction

With the rapid development of wireless communication
and micro-electro mechanical systems (MEMS) technologies,
wireless sensor networks (WSNs) have attracted a lot of
attention due to their wide range of potential applications. A
WSN consists of a set of independent sensor nodes, which
are self-contained units, made up of cheap, small devices with
radio, multiple onboard sensors, and limited computing power.
A WSN is often deployed with a large number of sensor
nodes to detect, monitor, collect, and report relevant data from
surrounding environments. A WSN can be used for various
applications, such as battlefield detection, infrastructure secu-
rity, industrial environment surveillance, habitat monitoring,
undiscovered areas exploring, and target tracking [1], [2], [3],
[4].

There are some fundamental issues to be solved in WSN
applications. Coverage is one of such issues since after de-
ploying a sensor network, we would like to know how well
the network can observe a given region of interest. In general,

the goal of coverage is to make sure that each point, or each
target of interest in a given physical space, should be within
the sensing range of at least one sensor node. In a friendly or
accessible environment, sensor nodes can be placed exactly in
predefined locations in order to achieve the goal of coverage.
This kind of deployment is called predefined deployment or
deterministic deployment [5], [6], [7]. However, in an adverse
or inaccessible environment, sensor nodes need to be deployed
in an arbitrary manner. The corresponding deployment is
called random deployment or stochastic deployment [8], [9],
[10], [11], [12], [13], [19], [20]. This method deploys sensors
by means of a vehicle or air-craft.

Besides coverage, connectivity is another fundamental issue
in a WSN [14], [15], [22], as it greatly affects whether sensor
nodes can communicate with each other, and send data to
a sink node. A satisfactory connectivity is highly required in
order to achieve robust and smooth communication in a WSN.

Generally, to perform a given task, more sensor nodes are
deployed than that required for optimal coverage. On the one
hand, this improves the fault tolerance, and is often applied in
adverse or inaccessible terrain in that the positions of sensor
nodes need not to be predetermined. On the other hand, this
also means that distributed algorithms should be designed for
such self-organizing sensor networks.

In this paper, we focus on both the coverage and con-
nectivity issues in randomly deployed WSNs. We propose
a square region-based coverage and connectivity probability
model (SCCP), which reflects the relations among the size of
the network, the sensing or communication radius of sensors,
the number of sensor nodes, and the coverage or connectivity
rate of the network. If we know the side length of a monitoring
region, the sensing radius, the communication radius, and the
required coverage or connectivity rate, we can calculate the
numbers of required nodes to satisfy the required coverage and
connectivity rates, respectively. Compared with the coverage
model proposed in [8], the border effects are considered in our
model, so obtaining data by using our model is more accurate.
A coverage model in [9] is proposed using circle-shaped
network regions. But, its calculation is more complicated than
the model proposed in this paper. Furthermore, the number
of sensor nodes needed to be deployed in order to satisfy the



different network coverage rates and connectivity rates, is also
studied in this paper.

The main results and contributions are summarized as
follows:

1) To our best knowledge, this work is the first to tackle the
problem of both coverage and connectivity in randomly
deployed WSNs, based on square regions considering
the border effects.

2) We obtain analytical expressions of the expected cov-
erage and connectivity probability model for randomly
deployed WSNs, which can be used to calculate the
coverage and connectivity rates more easily.

3) Unlike existing works, the proposed model does not
depend on the ratio of the communication radius (rc)
to the sensing radius (rs).

The rest of this paper is organized as follows: Related work
is presented in Section II. In Section III, we discuss the basic
assumptions and models used throughout the paper. In Section
IV, we describe and analyze the proposed SCCP model in
randomly deployed WSNs. The performance of the proposed
model is evaluated and compared in Section V. We conclude
this paper in Section VI.

II. RelatedWork

The coverage and connectivity problems have been studied
extensively in the literature. Xing et al [10] proposed a
coverage configuration protocol (CCP), which gives an im-
portant result in regards to the relations between coverage and
connectivity. They stated that, if the communication radius of
nodes is at least twice the sensing radius, a complete coverage
of a convex area implies the connectivity in an arbitrary
network. The result can be applied to both 2D planes and
3D space. But, the connectivity of this algorithm depends on
the fact that rc

rs
≥ 2, where rc and rs denote the communication

and sensing radius of the sensor, respectively.
Zhang and Hou [6] presented a decentralized density con-

trol algorithm called optimal geographical density control
(OGDC), which is based on an important result from [23]. The
result is that all crossing points in a given region A, which are
intersection points between sensing disks of sensors, and those
between a sensing disk of any sensor and the boundary of the
region, are covered by at least one other sensor in the region
A, then A is completely covered by the sensors. However, the
time complexity of this algorithm is O(n3), where n is the total
number of sensor nodes in the network.

Based on the application of large-scale WSN region mon-
itoring in random deployment, Slijepcevic and Potkonjak
[21] proposed a most-constrained least-constraining heuristic
algorithm. They divided the coverage region into blocks, and
each block is covered by nodes in a node set. The goal of this
algorithm is to find the maximum amount of different node
sets which satisfy certain conditions. By making each block
become active node set in turn, it can effectively decrease the
nodes’ energy consumption, and also prolong the lifetime of
the whole network.

Jin et al [9] analyzed the coverage, connectivity, and routing
problems under the border effects in circle-shaped regions.
They provided a formula to calculate the coverage and con-
nectivity rate of a network. But, the calculations of this model
are rather complicated. Based on this work, we propose a more
practical model, SCCP, which simplifies the computational
complexity of coverage and connectivity rates, and improves
the accuracy in terms of the error-rate of node deployment.
Furthermore, we quantify the border effects to coverage and
connectivity in WSNs.

Gupta et al [16] developed the notion of a connected sensor
cover, which is defined as the sensor set that can fully cover
the queried region, and constitute a connected communication
graph at the same time. They also demonstrated that the
calculation of the small connected sensor cover is NP-hard,
and they proposed both centralized and distributed approxi-
mate algorithms. However, the method in [16] requires each
individual sensor node to be aware of its precise location in
order to check its local coverage redundancy.

Bredin et al [17] studied the problem of placing nodes
to achieve k-connectivity at the network setup phase, or to
repair a disconnected network. They formulated the problem
as an optimization model that strives to minimize the number
of additional nodes required to maintain k-connectivity. They
showed that the problem is NP-hard [18], and proposed two
approaches with varying degrees of complexity and closeness
to optimality. Both approaches are based on the graph theory.
The idea is to model the network as a graph whose vertices
are the current or initial set of sensors, and the edges are the
existing links among these sensor nodes. Moreover, it is not
necessary to achieve k-connectivity among sensors, unless the
sink node frequently changes its location in most WSNs.

In summary, due to their energy efficiency, cost effec-
tiveness, easy implementation, and applicability, the different
deployment strategies of sensor nodes are an appealing ap-
proach to the different surveillance methods in practice. The
design of the different random deployment density strategy
is a challenging problem, and is affected by a few factors
including, the application-specific factors, the sensing capacity,
and the number of sensor nodes.

III. Assumptions, Definitions, Problem Formulation, and
Notations

A. Assumptions

Assuming the network has the following properties:

1) The sensor network is homogeneous, that is, the sensing
range and the communication range of all the sensor
nodes are the same, respectively.

2) The communication model and the sensing model of
all the sensor nodes are circle-based models, i.e., the
sensing region and the communication region are circles.

3) Considering the border effects, all the sensor nodes are
deployed uniformly and randomly in a square region Ω
with side length l.



B. Definitions

Definition 3.1: A WSN can be modeled by an undirected
communication graph G = (V, E), where V is the set of sensor
nodes with |V | = n (n is the number of sensor nodes), and
E is the edge set of graph G. There is an undirected edge
(p, q) in E if and only if node p and node q are within the
communication ranges of each other. The degree of node p,
denoted as d(p), is the number of neighbors of node p. That
is, there are d(p) other nodes whose distance from node p
is no greater than the communication radius of the node. The
minimum node degree of a communication graph G is denoted
as dmin (G) = min∀p∈V {d (p)}.

Definition 3.2: Region Coverage. A region is covered if
every point within the region is covered by at least one sensor
node.

Definition 3.3: Network Connectivity. A network is said
to be connected, if for every pair of nodes in the communica-
tion graph G, there exists a path between them, otherwise it is
disconnected. In terms of communication networks, all nodes
of a connected network can communicate with each other over
one or multi-hops.

Definition 3.4: Largest Connected Component (LCC).
Given an undirected graph G = (V, E), we find a minimum size
of a subset ψ of vertices, such that the subgraph induced by ψ
is connected, and ψ forms the largest connected component in
G. In a wireless sensor network, we name this component the
largest connected component of the network, LCC for short.

Definition 3.5: Connectivity Rate of the Network. Given
the area of the largest connected component (Aψ), and the area
of the network region Ω, the connectivity rate of the network
(Cψ) is defined as:

Cψ =
Aψ

Ω

C. Problem Formulation

Assuming sensor nodes are randomly and uniformly de-
ployed in a region of interest Ω, the problem that we expect
to solve is to calculate the number of required sensors needed
to satsify different coverage rates or connectivity rates of the
network.

D. Notations

The notations used in this paper are listed in Table I.

TABLE I
Notations

Parameter Description
l Side length of the square region
Ω Area of the network region, i.e., Ω=l2

n Number of deployed sensor nodes
rs Sensing radius of sensors
rc Communication radius of sensors
E(S ) Expected coverage area of a sensor
Pcov Network coverage probability provided by n sensors
Pcon Network connectivity probability provided by n sensors
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Fig. 1. Illustration of a sensor node p that is located in Region II. O is the
origin of a coordinate system. A and B are the intersection points between
the sensing disk of node p and the border of the network region.

IV. SCCP Model

In this section, we present our SCCP model in detail. As
there is not any necessary connection between the sensing
radius and communication radius of a sensor node, we discuss
the coverage and connectivity probability models respectively.

A. Network coverage

First, we consider the case that some sensor nodes are
deployed randomly in a region of interest. The sensor nodes
then form a node set after they are deployed randomly. We
denote the coverage area of each node as E(S ), so the coverage
probability of each node is E(S )/Ω. In the extreme case, if all
the sensor nodes are located outside of the network region after
deploying n sensor nodes, we can get the coverage probability
of the network: (1 − E(S )

Ω
)n. Then, the coverage probability of

a network (Pcov) is demonstrated below when the node set is
not empty:

Pcov = 1 − (1 − E(S )
Ω

)n (1)

Eq. (1) is consistent with the intuition that lim
n→∞ E(Pcov) = 1,

which indicates that the area is covered fully by the nodes
when the number of deployed nodes is large enough.

Below, we calculate the coverage area of a node and its
mathematical expectation value, considering the border effects.

As a square region model is widely used in the practical
network scenarios, we use a square region as the network
monitoring region in this paper. In fact, any irregular region
can be seen as one that is composed of many different sizes of
squares. Considering the border effects, the network region is
divided into two sub-regions, as shown in Fig. 1. The location
of any sensor node has two probabilities in this region, with
either Sub-Region I (simply called Region I later) or Sub-
Region II (simply called Region II later). Thus, the coverage
expectation value of the node is:

E (S ) = P(ΩI)E
[
CΩI

]
+ P(ΩII)E

[
CΩII

]
(2)



where P(ΩI) and P(ΩII) denote the probabilities when the sen-
sor is located in Region I and Region II, respectively; E

[
CΩI

]
and E

[
CΩII

]
denote the corresponding expected coverage of

the node. As the nodes are deployed randomly, we get:

P(ΩI) =
(l − 2rs)2

l2
, P(ΩII) =

4rs (l − rs)
l2

(3)

When the sensor is located in Region I, the covered area of
the node is fully included in the region, so we get:

E
[
CΩI

]
= πr2

s (4)

As shown in Fig. 1, when the sensor is located in Region
II, the value of CΩII is equal to the value that is the sensing
area of node p minus the arch area ACBD. A and B are the
intersection points between the sensing circle and the border
of the network. We use variable θ to denote the centre angle
formed by A, B, and p, that is ∠ApB = θ. Thus, we get the
value of CΩII as following:

CΩII = πr2
s − S ACBD = πr2

s − (S pACB − S �ApB)

=
1
2

r2
s (2π − θ + sin θ) (5)

The expected value of CΩII can be calculated as:

E
[
CΩII

]
= 4 × 1

4(l − rs)rs

l−rs∫

0

1
2

r2
s (2π − θ + sin θ)dx

rs∫

0

dy

=
rs

2(l − rs)

l−rs∫

0

(2π − θ + sin θ)dx

rs∫

0

dy (6)

where θ = 2 arccos y
rs

.
We summarize the above results by the following two

theorems:
Theorem 4.1: Assuming the nodes with the sensing radius

rs are deployed in a square region with side length l, the
expected coverage area of the node is shown as below con-
sidering the border effects:

E (S ) = P(ΩI)E
[
CΩI

]
+ P(ΩII)E

[
CΩII

]

=
1
l2
[
πr2

s (l − 2rs)2
]
+

1
l2

⎡⎢⎢⎢⎢⎢⎢⎢⎢⎣2r2
s

l−rs∫

0

(2π − θ + sin θ)dx

rs∫

0

dy

⎤⎥⎥⎥⎥⎥⎥⎥⎥⎦ (7)

Proof: Theorem 4.1 can be derived from Eqs. (2)-(6).
Theorem 4.2: Given the side length of a square region l,

the sensing radius of the node rs, and a parameter ε, in order
to ensure that the expected network coverage rate is not less
than ε, the number of deployed nodes is at least:

ln(1 − ε)

ln(1 − E(S )
Ω

)
(8)

where E(S ) is shown in Eq. (7).
Proof: According to Eq. (1), the expected network cov-

erage rate must satisfy Pcov = 1 − (1 − E(S )
Ω

)n ≥ ε. So, we
get n ln(1 − E(S )

Ω
) ≤ ln(1 − ε). As ln(1 − E(S )

Ω
) < 0, we get

n ≥ ln(1 − ε)
/
ln(1 − E(S )

Ω
). Thus, Theorem 4.2 is proved.
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Fig. 2. Illustration of a sensor node q that is located on the outer border of
Region II. O is the origin of a coordinate system. A and B are the intersection
points between the sensing disk of node p and the border of the network
region. Node q is located in the border of the network region.

B. Network connectivity

In WSNs, we say that a sensor node completes to do its task,
only if it can report data to the sink node by one or multi-
hop communication. So, as one significant property of WSNs,
we further study the connectivity property in this sub-section,
considering the border effects.

According to Definition 3.1, the event dmin(G) > 0 is
a necessary, but not a sufficient condition, such that the
communication graph G is a connected graph. Thus, we have
Pcon ≤ P(dmin(G) > 0). In practice, the upper bound for Pcon

does not have much help if we do not know the density
distribution of sensor nodes. In the following, we show that
this upper bound is a very high bound, particularly for a high
probability, which is certainly most interesting. Therefore, we
can draw a conclusion that the value of dmin(G) > 0 equals to
that of Pcon, approximately.

To prove this conclusion, we apply a result on the property
of random geometric graphs by Penrose in [22]. He proved
that if n is large enough, then with a high probability, if
one starts with an empty graph, and adds the corresponding
links as the communication radius of sensor nodes increases,
the resulting graph becomes k-connected at the moment it
achieves a minimum node degree k. So, for k=1, the network
becomes connected in the case that rc is large enough to
achieve dmin(G) > 0 with a high probability. That is:

Pcon = P(dmin(G) > 0) (9)

for P(dmin(G) > 0), it is almost one. As the distribution of
sensor nodes is independent, according to Eq. (1), for any
node p(p ∈ G), we get the limiting value of the connectivity
probability of a node: lim

n→∞
[
1 − (1 − Ap

Ω
)
n]
= 1−e−nAp/Ω, where

Ap denotes the effective communication area of node p. The
minimum node degree is as follows by [22]:

P(dmin(G) > 0) =
∏
∀p∈G

(1 − e−nAp/Ω) (10)



We have Pcon = P(dmin(G) > 0) = (1 − e−nπr2
c/l

2
)n without

considering the border effects. In practice, as shown in Fig. 2,
the value of Ap equals to the effective communication area of
node p when it is located in Region I. When node p is located
in Region II, the value of Ap equals to its circle area (πr2

c )
minus the arch area ACBD. So, Eq. (10) can be calculated as
follows:

P(dmin(G) > 0)

= (1 − e−nπr2
c/l

2
)4nrc(l−rc)/l2 ×

∏
∀p∈ΩII

(1 − e−nAp/Ω) (11)

When node p is located in Region II, we observed the fact
that Ap > Aq, where node q is located on the outer border of
the region (Aq =

1
2πr2

c ). Thus, we get Eq. (12):

∏
∀p∈ΩII

(1 − e−nAp/Ω) >
∏
∀p∈ΩII

(1 − e−nAq/Ω)

= (1 − e−
1
2 nπr2

c/l
2
)4nrc(l−rc)/l2 (12)

Theorem 4.3: Given the side length of a square network
region l, the number of nodes n, and the communication radius
of node rc, the lower bound of the network connectivity prob-
ability Pcon is as follows if the border effects are considered:

[(1 − e−nπr2
c/l

2
)(1 − e−

1
2 nπr2

c /l
2
)]

4nrc(l−rc )/l2

(13)

Theorem 4.3 provides a formula for calculating the lower
bound of the network connectivity probability, which can
be applied when the sensor nodes are deployed randomly.
However, in some special cases, such as when the sensor
nodes are not deployed uniformly, the above formula can not
be applied. For this reason, we propose another method to
calculate the connectivity rate of the network.

We all know that the largest connected component can be
used to solve the connected set problem in a random graph.
Therefore, we provide Definition 3.5 in Section III to calculate
the connectivity rate. By extensive simulation, we found that
the connectivity rate of the network (Cψ) equals to the lower
bound of the network connectivity probability, approximately.

Finally, we provide a table (as shown in Table II) that
reflects the relations between the number of deployed sensor
nodes, the coverage rates, and connectivity rates of a network
under different network sizes.

V. Performance Evaluation

In this section, we evaluate the performance of the proposed
SCCP model using simulation. We first describe our perfor-
mance metrics and simulation settings. Then, we evaluate the
system performance by comparing the proposed model under
different network settings.

TABLE II
The relationship between the number of deployed nodes, coverage rates, and

connectivity rates under different network sizes (rs=20, rc =40)

Rate l=100 l=100 l=200 l=200 l=300 l=300
cov.0 con. cov. con. cov. con.

10% 1 5 4 43 8 124
20% 2 6 7 50 16 131
30% 3 8 11 55 25 142
40% 4 10 15 60 35 152
50% 5 13 21 66 48 165
60% 7 17 27 73 63 183
70% 9 20 36 80 82 205
80% 11 25 48 91 110 242
90% 16 30 68 105 157 292
99% 32 43 136 150 314 350

A. Simulation settings and performance metrics

We evaluate the performance of the proposed SCCP model
on a simulator that we implemented in C++. The sensing
and communication models of sensor nodes are described
in Section III. The parameter settings in our simulation are
shown in Table III. In this paper, simulation is conducted
under different network sizes to verify whether the number of
required sensor nodes is consistent with the number of nodes
obtained from theoretical analysis under different coverage and
connectivity rates. Under each simulation scenario, 50 runs
with different random seeds are executed.

TABLE III
Simulation parameters

Parameter Description Value
l Field size (m) 100, 200, 300

rs Sensing radius (m) 20
rc Communication radius (m) 40
M Size of message (bit) 1,000
Ei Initial energy of each node (J) 2

We used the following metrics to evaluate the proposed
SCCP model:

1) Network coverage rate: It is a measure of the quality of
coverage.

2) Error-rate of node deployment: It is defined as:

re =

∑ |Ns − Nt |∑
Nt

where Nt and Ns denote the number of deployed sensor
nodes calculated by theoretical analysis, and the number
of deployed sensor nodes in practice. This metric is a
measure of evaluating the absolute difference between
the theoretical analysis and simulation results.

B. Comparison under different network sizes

In order to verify whether the number of deployed sensor
nodes is consistent with the number of theoretical results under
the same coverage and connectivity rates, we provide two
simulation figures, which are coverage (as shown in Fig. 3)

0Here cov. =coverage, con. =connectivity
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Fig. 3. Comparison of coverage under different network sizes.
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Fig. 4. Comparison of connectivity under different network sizes.

and connectivity (as shown in Fig. 4), under different network
sizes.

Fig. 3 demonstrates the number of deployed sensor nodes
under different network sizes to satisfy different network
coverage rates. It shows that the larger the network size, the
larger the number of required deployed nodes in order to
satisfy different network coverage rates. Also, we can see that
the higher the network coverage rate, the faster the growth of
the number of required deployed nodes. Moreover, the number
of deployed sensors obtained from the simulation is almost the
same as the theoretical analysis results by comparison.

Fig. 4 plots the number of deployed sensor nodes under
different network sizes to satisfy different network connectivity
rates. From the figure, we concluded that the larger the
network size, the larger the number of required deployed nodes
to satisfy a certain network connectivity rate. Similarly to
the coverage, the growth of the number of deployed nodes
increases more rapidly when the network connectivity rate
grows. Moreover, we can observe that when satisfying the
same coverage rate and connectivity rate, more nodes need to
be deployed to achieve the network connectivity rate than to
achieve the network coverage rate for the isolated nodes, or
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Fig. 5. Comparison of coverage with/without the border effects (l=300).

the sub-network cannot send or forward the data to the sink
node in the network.

In order to evaluate the node deployment correctness of
the proposed SCCP model, we calculate the value of re by
using the data obtained from the simulation and Table II. The
value of re is less than 5% after calculation. We can see that
the error-rate of the node deployment between the theoretical
analysis and the simulation results is very small. It shows that
our proposed SCCP is usable in practice, and bridges the gap
between the theory and practice.

C. Comparison with/without considering the border effects

In order to evaluate the border effects, we provide two
simulation figures, coverage (as shown in Fig. 5) and con-
nectivity (as shown in Fig. 6), with/without considering the
border effects.

Fig. 5 compares the number of deployed sensor nodes to
satisfy different coverage rates with/without considering the
border effects. From this figure, we can see that with the
growth of the network coverage rate, the number of required
sensor nodes increases significantly, and the border effects also
become greater when the network coverage rate increases.

Fig. 6 presents the number of deployed sensor nodes to
satisfy different connectivity rates with/without considering
the border effects. Compared with the situation considering
the border effects, the number of deployed nodes increases
slightly under the situation without considering the border
effects. When the network connectivity rate becomes higher,
the border effects become greater. By comparing Fig. 5 and
Fig. 6, we can also see that the number of deployed sensor
nodes needed to satisfy certain coverage or connectivity rates
increases slightly when the border effects are not considered.

D. LCC-based network connectivity

In order to validate that our notion of the LCC-based net-
work connectivity rate, as defined in Definition 3.5 using the
notion of largest connected component (LCC), is reasonable,
we first construct a LCC of the network. By further calculating
the area of the LCC of the network, we can get the network
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Fig. 6. Comparison of connectivity under different network sizes (l=300).

connectivity rates as shown in Fig. 7. We compare it with that
when the sensor nodes are deployed randomly (simply called
the traditional network connectivity). When the same number
of sensor nodes are deployed in the network region, we can
see that the two network connectivity rates are close to this
figure. The reason is that the area of the LCC of the network
is slightly less than the total area of the sensor nodes that can
connect to the sink node.

Then, we compare the network connectivity rates when the
size of the LCC is the same with the number of deployed sen-
sor nodes. As shown in Fig. 8, it reflects that the connectivity
rates increase rapidly when the size of the LCC increases.
Compared with the LCC-based calculation method on the
network connectivity, the number of required sensor nodes by
using the traditional deployment method is rather larger when
the network connectivity is the same. That is because there
are many redundant sensor nodes in the network region using
the traditional node deployment method. In order to satisfy the
requirement of a certain network connectivity, this figure also
shows that the redundant sensor nodes are greatly reduced by
constructing the LCC of the network, which can be used to
improve the energy efficiency of the network.

VI. Conclusions and FutureWork

In this paper, we investigated the problems of coverage
and connectivity in randomly deployed WSNs. The SCCP
model was proposed considering the border effects. This model
simplified the computational complexity of coverage and con-
nectivity properties, and improved the accuracy of deployed
sensor nodes under requirements on different coverage and/or
connectivity rates. Finally, the effectiveness of our proposal
was validated in the performance study via simulation. The
proposed probability model is very useful in evaluating the
monitoring and connectivity capacity of sensor nodes that are
distributed randomly and uniformly.

Future work can be done through a variety of research direc-
tions as follows: Our current research assumes that the network
region is a square. Real world scenarios require a methodology
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Fig. 7. Comparison of connectivity rates under different stategies.
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Fig. 8. Comparison of connectivity rates when the number of sensor nodes
are the same.

for a network region of a greater complexity. Rectangular-
based sensor deployment methods will be investigated in the
future. Furthermore, we also plan to study the pairwise-based
network connectivity rate, defined as the total number of pairs
of sensor nodes in the network that are reachable to each
other through direct or multi-hop communication links, over
the total number of pairs of sensor nodes in the network. We
will also investigate the relations between the LCC-based and
pairwise-based network connectivity rates and their impacts
on the network performance.

Acknowledgment

This work is partially supported by the Hunan Provincial
Natural Science Foundation of China for Distinguished Young
Scholars under Grant No. 07JJ1010, the National Natural
Science Foundation of China under Grant Nos. 60740440032
and 90718034, and the Program for Changjiang Scholars and
Innovative Research Team in University under Grant No.
IRT0661.



References

[1] I. F. Akyildiz, W. Su, Y. Sankarasubramaniam, and E. Cayirci, “Wireless
sensor networks: A survey,” Computer Networks, 38(4): 393-422, March
2002.

[2] A. Ghosha and S. K. Das, “Coverage and connectivity issues in wireless
sensor networks: A survey,” Pervasive and Mobile Computing, 4(3): 303-
334, 2008.

[3] G. Wang, M. Z. A. Bhuiyan, and L. Zhang, “Two-Level Cooperative
and Energy-Efficient Tracking Algorithm in Wireless Sensor Networks,”
Wiley’s Concurrency and Computation: Practice and Experience, DOI:
10.1002/cpe.1503, September 2009.

[4] X. Xing, G. Wang, and J. Wu, “Herd-Based Target Tracking Protocol in
Wireless Sensor Networks,” Proc. of WASA-09, Springer-Verlag Berlin
Heidelberg, LNCS 5682, pp. 135-148, August 2009.

[5] X. Bai, D. Xuan, Z. Yun, T. H. Lai, and W. Jia, “Complete optimal
deployment patterns for full-coverage and k-connectivity (k ≤ 6) wireless
sensor networks,” Proc. of ACM MobiHoc-08, pp. 401-410, May 2008.

[6] H. Zhang and J. C. Hou, “Maintaining sensing coverage and connectivity
in large sensor networks,” Ad Hoc and Sensor Wireless Networks, Vol.1,
pp. 89-124, March 2005.

[7] R. Iyengar, K. Kar, and S. Banerjee, “Low-coordination topologies for
redundancy in sensor networks,” Proc. of ACM MobiHoc-05, pp. 332-
342, March 2005.

[8] B. Liu and D. Towsley, “A study on the coverage of large-scale sensor
networks,” Proc. of IEEE MASS-04, pp. 475-483, October 2004.

[9] Y. Jin, J. Y. Jo, L. Wang, Y. Kim, and X. Yang, “ECCRA: An energy-
efficient coverage and connectivity preserving routing algorithm under
border effects in wireless sensor networks,” Computer Communications,
31(10): 2398-2407, June 2008.

[10] G. Xing, X. Wang, Y. Zhang, C. Lu, R. Pless, and C. Gill, “Integrated
coverage and connectivity configuration for energy conservation in
sensor networks,” ACM Transactions on Sensor Networks (TOSN), 1(1):
36-72, August 2005.

[11] G. Xing, R. Tan, B. Liu, J. Wang, X. Jia, and C. Yi, “Data fusion
improves the coverage of wireless sensor networks,” Proc. of ACM
MobiCom-09, September 2009.

[12] W. Wang, V. Srinivasan, and K. Chua, “Trade-offs between mobility
and density for coverage in wireless sensor networks,” Proc. of ACM
MobiCom-07, pp. 39-50, September 2007.

[13] P. Balister, B. Bollobas, A. Sarkar, and S. Kumar, “Reliable density
estimates for coverage and connectivity in thin strips of finite length,”
Proc. of ACM MobiCom-07, pp. 75-86, September 2007.

[14] C. Bettstetter, “On the minimum node degree and connectivity of a
wireless multihop network,” Proc. of ACM MobiHoc-02, pp. 80-91, June
2002.

[15] R. Pietro, L. Mancini, A. Mei, A. Panconesi, and J. Radhakrishnan,
“Connectivity properties of secure wireless sensor networks,” Proc. of
the 2nd ACM workshop on Security of ad hoc and sensor networks, pp.
53-58, October 2004.

[16] H. Gupta, Z. Zhou, S. Das, and Q. Gu, “Connected sensor cover:
Self-organization of sensor networks for efficient query execution,”
IEEE/ACM Transactions on Network (TON), 14(1): 55-67, February
2006.

[17] J. Bredin, E. Demaine, M. Taghi Hajiaghayi, and D. Rus, “Deploying
sensor networks with guaranteed capacity and fault tolerance,” Proc. of
ACM MobiHoc-05, pp. 309-319, May 2005.

[18] M. R. Garey and D. S. Johnson, “Computers and intractability: A guide
to the theory of NP-completeness,” San Francisco: Freeman, 1978.

[19] M. Cardei and J. Wu, “Energy-efficient coverage problems in wireless
ad-hoc sensor networks,” Computer Communications, 29(4): 413-420,
Feburary 2006.

[20] C. Liu, K. Wu, Y. Xiao, and B. Sun, “Random coverage with guaranteed
connectivity: Joint scheduling for wireless sensor networks,” IEEE
Transactions on Parallel and Distributed Systems, 17(6): 562-574, May
2006.

[21] S. Slijepcevic and M. Potkonjak, “Power efficient organization of
wireless sensor networks,” Proc. of IEEE ICC-01, Vol. 2, pp. 472-476,
May 2001.

[22] M. D. Penrose, “On k-connectivity for a geometric random graph,”
Wiley: Random Structure and Algorithms, 15(2): 145-164, 1999.

[23] P. Hall, “Introduction to the theory of coverage processes,” New York:
Wiley Series in Probability and Mathematical Statistics, pp. 369-394,
1998.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.6
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 0
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /AbadiMT-CondensedLight
    /ACaslon-Italic
    /ACaslon-Regular
    /ACaslon-Semibold
    /ACaslon-SemiboldItalic
    /AdobeArabic-Bold
    /AdobeArabic-BoldItalic
    /AdobeArabic-Italic
    /AdobeArabic-Regular
    /AdobeHebrew-Bold
    /AdobeHebrew-BoldItalic
    /AdobeHebrew-Italic
    /AdobeHebrew-Regular
    /AdobeHeitiStd-Regular
    /AdobeMingStd-Light
    /AdobeMyungjoStd-Medium
    /AdobePiStd
    /AdobeSansMM
    /AdobeSerifMM
    /AdobeSongStd-Light
    /AdobeThai-Bold
    /AdobeThai-BoldItalic
    /AdobeThai-Italic
    /AdobeThai-Regular
    /AGaramond-Bold
    /AGaramond-BoldItalic
    /AGaramond-Italic
    /AGaramond-Regular
    /AGaramond-Semibold
    /AGaramond-SemiboldItalic
    /AgencyFB-Bold
    /AgencyFB-Reg
    /AGOldFace-Outline
    /AharoniBold
    /Algerian
    /Americana
    /Americana-ExtraBold
    /AndaleMono
    /AndaleMonoIPA
    /AngsanaNew
    /AngsanaNew-Bold
    /AngsanaNew-BoldItalic
    /AngsanaNew-Italic
    /AngsanaUPC
    /AngsanaUPC-Bold
    /AngsanaUPC-BoldItalic
    /AngsanaUPC-Italic
    /Anna
    /ArialAlternative
    /ArialAlternativeSymbol
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialMT-Black
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialRoundedMTBold
    /ArialUnicodeMS
    /ArrusBT-Bold
    /ArrusBT-BoldItalic
    /ArrusBT-Italic
    /ArrusBT-Roman
    /AvantGarde-Book
    /AvantGarde-BookOblique
    /AvantGarde-Demi
    /AvantGarde-DemiOblique
    /AvantGardeITCbyBT-Book
    /AvantGardeITCbyBT-BookOblique
    /BakerSignet
    /BankGothicBT-Medium
    /Barmeno-Bold
    /Barmeno-ExtraBold
    /Barmeno-Medium
    /Barmeno-Regular
    /Baskerville
    /BaskervilleBE-Italic
    /BaskervilleBE-Medium
    /BaskervilleBE-MediumItalic
    /BaskervilleBE-Regular
    /Baskerville-Bold
    /Baskerville-BoldItalic
    /Baskerville-Italic
    /BaskOldFace
    /Batang
    /BatangChe
    /Bauhaus93
    /Bellevue
    /BellGothicStd-Black
    /BellGothicStd-Bold
    /BellGothicStd-Light
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BerlingAntiqua-Bold
    /BerlingAntiqua-BoldItalic
    /BerlingAntiqua-Italic
    /BerlingAntiqua-Roman
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /BernhardModernBT-Bold
    /BernhardModernBT-BoldItalic
    /BernhardModernBT-Italic
    /BernhardModernBT-Roman
    /BiffoMT
    /BinnerD
    /BinnerGothic
    /BlackadderITC-Regular
    /Blackoak
    /Bodoni
    /Bodoni-Bold
    /Bodoni-BoldItalic
    /Bodoni-Italic
    /BodoniMT
    /BodoniMTBlack
    /BodoniMTBlack-Italic
    /BodoniMT-Bold
    /BodoniMT-BoldItalic
    /BodoniMTCondensed
    /BodoniMTCondensed-Bold
    /BodoniMTCondensed-BoldItalic
    /BodoniMTCondensed-Italic
    /BodoniMT-Italic
    /BodoniMTPosterCompressed
    /Bodoni-Poster
    /Bodoni-PosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /Bookman-Demi
    /Bookman-DemiItalic
    /Bookman-Light
    /Bookman-LightItalic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolOne-Regular
    /BookshelfSymbolSeven
    /BookshelfSymbolThree-Regular
    /BookshelfSymbolTwo-Regular
    /Botanical
    /Boton-Italic
    /Boton-Medium
    /Boton-MediumItalic
    /Boton-Regular
    /Boulevard
    /BradleyHandITC
    /Braggadocio
    /BritannicBold
    /Broadway
    /BrowalliaNew
    /BrowalliaNew-Bold
    /BrowalliaNew-BoldItalic
    /BrowalliaNew-Italic
    /BrowalliaUPC
    /BrowalliaUPC-Bold
    /BrowalliaUPC-BoldItalic
    /BrowalliaUPC-Italic
    /BrushScript
    /BrushScriptMT
    /CaflischScript-Bold
    /CaflischScript-Regular
    /Calibri
    /Calibri-Bold
    /Calibri-BoldItalic
    /Calibri-Italic
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /CalisMTBol
    /CalistoMT
    /CalistoMT-BoldItalic
    /CalistoMT-Italic
    /Cambria
    /Cambria-Bold
    /Cambria-BoldItalic
    /Cambria-Italic
    /CambriaMath
    /Candara
    /Candara-Bold
    /Candara-BoldItalic
    /Candara-Italic
    /Carta
    /CaslonOpenfaceBT-Regular
    /Castellar
    /CastellarMT
    /Centaur
    /Centaur-Italic
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchL-Bold
    /CenturySchL-BoldItal
    /CenturySchL-Ital
    /CenturySchL-Roma
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /CGTimes-Bold
    /CGTimes-BoldItalic
    /CGTimes-Italic
    /CGTimes-Regular
    /CharterBT-Bold
    /CharterBT-BoldItalic
    /CharterBT-Italic
    /CharterBT-Roman
    /CheltenhamITCbyBT-Bold
    /CheltenhamITCbyBT-BoldItalic
    /CheltenhamITCbyBT-Book
    /CheltenhamITCbyBT-BookItalic
    /Chiller-Regular
    /CMB10
    /CMBSY10
    /CMBSY5
    /CMBSY6
    /CMBSY7
    /CMBSY8
    /CMBSY9
    /CMBX10
    /CMBX12
    /CMBX5
    /CMBX6
    /CMBX7
    /CMBX8
    /CMBX9
    /CMBXSL10
    /CMBXTI10
    /CMCSC10
    /CMCSC8
    /CMCSC9
    /CMDUNH10
    /CMEX10
    /CMEX7
    /CMEX8
    /CMEX9
    /CMFF10
    /CMFI10
    /CMFIB8
    /CMINCH
    /CMITT10
    /CMMI10
    /CMMI12
    /CMMI5
    /CMMI6
    /CMMI7
    /CMMI8
    /CMMI9
    /CMMIB10
    /CMMIB5
    /CMMIB6
    /CMMIB7
    /CMMIB8
    /CMMIB9
    /CMR10
    /CMR12
    /CMR17
    /CMR5
    /CMR6
    /CMR7
    /CMR8
    /CMR9
    /CMSL10
    /CMSL12
    /CMSL8
    /CMSL9
    /CMSLTT10
    /CMSS10
    /CMSS12
    /CMSS17
    /CMSS8
    /CMSS9
    /CMSSBX10
    /CMSSDC10
    /CMSSI10
    /CMSSI12
    /CMSSI17
    /CMSSI8
    /CMSSI9
    /CMSSQ8
    /CMSSQI8
    /CMSY10
    /CMSY5
    /CMSY6
    /CMSY7
    /CMSY8
    /CMSY9
    /CMTCSC10
    /CMTEX10
    /CMTEX8
    /CMTEX9
    /CMTI10
    /CMTI12
    /CMTI7
    /CMTI8
    /CMTI9
    /CMTT10
    /CMTT12
    /CMTT8
    /CMTT9
    /CMU10
    /CMVTT10
    /ColonnaMT
    /Colossalis-Bold
    /ComicSansMS
    /ComicSansMS-Bold
    /Consolas
    /Consolas-Bold
    /Consolas-BoldItalic
    /Consolas-Italic
    /Constantia
    /Constantia-Bold
    /Constantia-BoldItalic
    /Constantia-Italic
    /CooperBlack
    /CopperplateGothic-Bold
    /CopperplateGothic-Light
    /Copperplate-ThirtyThreeBC
    /Corbel
    /Corbel-Bold
    /Corbel-BoldItalic
    /Corbel-Italic
    /CordiaNew
    /CordiaNew-Bold
    /CordiaNew-BoldItalic
    /CordiaNew-Italic
    /CordiaUPC
    /CordiaUPC-Bold
    /CordiaUPC-BoldItalic
    /CordiaUPC-Italic
    /Courier
    /Courier-Bold
    /Courier-BoldOblique
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /Courier-Oblique
    /CourierStd
    /CourierStd-Bold
    /CourierStd-BoldOblique
    /CourierStd-Oblique
    /CourierX-Bold
    /CourierX-BoldOblique
    /CourierX-Oblique
    /CourierX-Regular
    /CreepyRegular
    /CurlzMT
    /David-Bold
    /David-Reg
    /DavidTransparent
    /Desdemona
    /DilleniaUPC
    /DilleniaUPCBold
    /DilleniaUPCBoldItalic
    /DilleniaUPCItalic
    /Dingbats
    /DomCasual
    /Dotum
    /DotumChe
    /EdwardianScriptITC
    /Elephant-Italic
    /Elephant-Regular
    /EngraversGothicBT-Regular
    /EngraversMT
    /EraserDust
    /ErasITC-Bold
    /ErasITC-Demi
    /ErasITC-Light
    /ErasITC-Medium
    /ErieBlackPSMT
    /ErieLightPSMT
    /EriePSMT
    /EstrangeloEdessa
    /Euclid
    /Euclid-Bold
    /Euclid-BoldItalic
    /EuclidExtra
    /EuclidExtra-Bold
    /EuclidFraktur
    /EuclidFraktur-Bold
    /Euclid-Italic
    /EuclidMathOne
    /EuclidMathOne-Bold
    /EuclidMathTwo
    /EuclidMathTwo-Bold
    /EuclidSymbol
    /EuclidSymbol-Bold
    /EuclidSymbol-BoldItalic
    /EuclidSymbol-Italic
    /EucrosiaUPC
    /EucrosiaUPCBold
    /EucrosiaUPCBoldItalic
    /EucrosiaUPCItalic
    /EUEX10
    /EUEX7
    /EUEX8
    /EUEX9
    /EUFB10
    /EUFB5
    /EUFB7
    /EUFM10
    /EUFM5
    /EUFM7
    /EURB10
    /EURB5
    /EURB7
    /EURM10
    /EURM5
    /EURM7
    /EuroMono-Bold
    /EuroMono-BoldItalic
    /EuroMono-Italic
    /EuroMono-Regular
    /EuroSans-Bold
    /EuroSans-BoldItalic
    /EuroSans-Italic
    /EuroSans-Regular
    /EuroSerif-Bold
    /EuroSerif-BoldItalic
    /EuroSerif-Italic
    /EuroSerif-Regular
    /EuroSig
    /EUSB10
    /EUSB5
    /EUSB7
    /EUSM10
    /EUSM5
    /EUSM7
    /FelixTitlingMT
    /Fences
    /FencesPlain
    /FigaroMT
    /FixedMiriamTransparent
    /FootlightMTLight
    /Formata-Italic
    /Formata-Medium
    /Formata-MediumItalic
    /Formata-Regular
    /ForteMT
    /FranklinGothic-Book
    /FranklinGothic-BookItalic
    /FranklinGothic-Demi
    /FranklinGothic-DemiCond
    /FranklinGothic-DemiItalic
    /FranklinGothic-Heavy
    /FranklinGothic-HeavyItalic
    /FranklinGothicITCbyBT-Book
    /FranklinGothicITCbyBT-BookItal
    /FranklinGothicITCbyBT-Demi
    /FranklinGothicITCbyBT-DemiItal
    /FranklinGothic-Medium
    /FranklinGothic-MediumCond
    /FranklinGothic-MediumItalic
    /FrankRuehl
    /FreesiaUPC
    /FreesiaUPCBold
    /FreesiaUPCBoldItalic
    /FreesiaUPCItalic
    /FreestyleScript-Regular
    /FrenchScriptMT
    /Frutiger-Black
    /Frutiger-BlackCn
    /Frutiger-BlackItalic
    /Frutiger-Bold
    /Frutiger-BoldCn
    /Frutiger-BoldItalic
    /Frutiger-Cn
    /Frutiger-ExtraBlackCn
    /Frutiger-Italic
    /Frutiger-Light
    /Frutiger-LightCn
    /Frutiger-LightItalic
    /Frutiger-Roman
    /Frutiger-UltraBlack
    /Futura-Bold
    /Futura-BoldOblique
    /Futura-Book
    /Futura-BookOblique
    /FuturaBT-Bold
    /FuturaBT-BoldItalic
    /FuturaBT-Book
    /FuturaBT-BookItalic
    /FuturaBT-Medium
    /FuturaBT-MediumItalic
    /Futura-Light
    /Futura-LightOblique
    /GalliardITCbyBT-Bold
    /GalliardITCbyBT-BoldItalic
    /GalliardITCbyBT-Italic
    /GalliardITCbyBT-Roman
    /Garamond
    /Garamond-Bold
    /Garamond-BoldCondensed
    /Garamond-BoldCondensedItalic
    /Garamond-BoldItalic
    /Garamond-BookCondensed
    /Garamond-BookCondensedItalic
    /Garamond-Italic
    /Garamond-LightCondensed
    /Garamond-LightCondensedItalic
    /Gautami
    /GeometricSlab703BT-Light
    /GeometricSlab703BT-LightItalic
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /GeorgiaRef
    /Giddyup
    /Giddyup-Thangs
    /Gigi-Regular
    /GillSans
    /GillSans-Bold
    /GillSans-BoldItalic
    /GillSans-Condensed
    /GillSans-CondensedBold
    /GillSans-Italic
    /GillSans-Light
    /GillSans-LightItalic
    /GillSansMT
    /GillSansMT-Bold
    /GillSansMT-BoldItalic
    /GillSansMT-Condensed
    /GillSansMT-ExtraCondensedBold
    /GillSansMT-Italic
    /GillSans-UltraBold
    /GillSans-UltraBoldCondensed
    /GloucesterMT-ExtraCondensed
    /Gothic-Thirteen
    /GoudyOldStyleBT-Bold
    /GoudyOldStyleBT-BoldItalic
    /GoudyOldStyleBT-Italic
    /GoudyOldStyleBT-Roman
    /GoudyOldStyleT-Bold
    /GoudyOldStyleT-Italic
    /GoudyOldStyleT-Regular
    /GoudyStout
    /GoudyTextMT-LombardicCapitals
    /GSIDefaultSymbols
    /Gulim
    /GulimChe
    /Gungsuh
    /GungsuhChe
    /Haettenschweiler
    /HarlowSolid
    /Harrington
    /Helvetica
    /Helvetica-Black
    /Helvetica-BlackOblique
    /Helvetica-Bold
    /Helvetica-BoldOblique
    /Helvetica-Condensed
    /Helvetica-Condensed-Black
    /Helvetica-Condensed-BlackObl
    /Helvetica-Condensed-Bold
    /Helvetica-Condensed-BoldObl
    /Helvetica-Condensed-Light
    /Helvetica-Condensed-LightObl
    /Helvetica-Condensed-Oblique
    /Helvetica-Fraction
    /Helvetica-Narrow
    /Helvetica-Narrow-Bold
    /Helvetica-Narrow-BoldOblique
    /Helvetica-Narrow-Oblique
    /Helvetica-Oblique
    /HighTowerText-Italic
    /HighTowerText-Reg
    /Humanist521BT-BoldCondensed
    /Humanist521BT-Light
    /Humanist521BT-LightItalic
    /Humanist521BT-RomanCondensed
    /Imago-ExtraBold
    /Impact
    /ImprintMT-Shadow
    /InformalRoman-Regular
    /IrisUPC
    /IrisUPCBold
    /IrisUPCBoldItalic
    /IrisUPCItalic
    /Ironwood
    /ItcEras-Medium
    /ItcKabel-Bold
    /ItcKabel-Book
    /ItcKabel-Demi
    /ItcKabel-Medium
    /ItcKabel-Ultra
    /JasmineUPC
    /JasmineUPC-Bold
    /JasmineUPC-BoldItalic
    /JasmineUPC-Italic
    /JoannaMT
    /JoannaMT-Italic
    /Jokerman-Regular
    /JuiceITC-Regular
    /Kartika
    /Kaufmann
    /KaufmannBT-Bold
    /KaufmannBT-Regular
    /KidTYPEPaint
    /KinoMT
    /KodchiangUPC
    /KodchiangUPC-Bold
    /KodchiangUPC-BoldItalic
    /KodchiangUPC-Italic
    /KorinnaITCbyBT-Regular
    /KozGoProVI-Medium
    /KozMinProVI-Regular
    /KristenITC-Regular
    /KunstlerScript
    /Latha
    /LatinWide
    /LetterGothic
    /LetterGothic-Bold
    /LetterGothic-BoldOblique
    /LetterGothic-BoldSlanted
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /LetterGothic-Slanted
    /LetterGothicStd
    /LetterGothicStd-Bold
    /LetterGothicStd-BoldSlanted
    /LetterGothicStd-Slanted
    /LevenimMT
    /LevenimMTBold
    /LilyUPC
    /LilyUPCBold
    /LilyUPCBoldItalic
    /LilyUPCItalic
    /Lithos-Black
    /Lithos-Regular
    /LotusWPBox-Roman
    /LotusWPIcon-Roman
    /LotusWPIntA-Roman
    /LotusWPIntB-Roman
    /LotusWPType-Roman
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSans
    /LucidaSans-Demi
    /LucidaSans-DemiItalic
    /LucidaSans-Italic
    /LucidaSans-Typewriter
    /LucidaSans-TypewriterBold
    /LucidaSans-TypewriterBoldOblique
    /LucidaSans-TypewriterOblique
    /LucidaSansUnicode
    /Lydian
    /Magneto-Bold
    /MaiandraGD-Regular
    /Mangal-Regular
    /Map-Symbols
    /MathA
    /MathB
    /MathC
    /Mathematica1
    /Mathematica1-Bold
    /Mathematica1Mono
    /Mathematica1Mono-Bold
    /Mathematica2
    /Mathematica2-Bold
    /Mathematica2Mono
    /Mathematica2Mono-Bold
    /Mathematica3
    /Mathematica3-Bold
    /Mathematica3Mono
    /Mathematica3Mono-Bold
    /Mathematica4
    /Mathematica4-Bold
    /Mathematica4Mono
    /Mathematica4Mono-Bold
    /Mathematica5
    /Mathematica5-Bold
    /Mathematica5Mono
    /Mathematica5Mono-Bold
    /Mathematica6
    /Mathematica6Bold
    /Mathematica6Mono
    /Mathematica6MonoBold
    /Mathematica7
    /Mathematica7Bold
    /Mathematica7Mono
    /Mathematica7MonoBold
    /MatisseITC-Regular
    /MaturaMTScriptCapitals
    /Mesquite
    /Mezz-Black
    /Mezz-Regular
    /MICR
    /MicrosoftSansSerif
    /MingLiU
    /Minion-BoldCondensed
    /Minion-BoldCondensedItalic
    /Minion-Condensed
    /Minion-CondensedItalic
    /Minion-Ornaments
    /MinionPro-Bold
    /MinionPro-BoldIt
    /MinionPro-It
    /MinionPro-Regular
    /MinionPro-Semibold
    /MinionPro-SemiboldIt
    /Miriam
    /MiriamFixed
    /MiriamTransparent
    /Mistral
    /Modern-Regular
    /MonotypeCorsiva
    /MonotypeSorts
    /MSAM10
    /MSAM5
    /MSAM6
    /MSAM7
    /MSAM8
    /MSAM9
    /MSBM10
    /MSBM5
    /MSBM6
    /MSBM7
    /MSBM8
    /MSBM9
    /MS-Gothic
    /MSHei
    /MSLineDrawPSMT
    /MS-Mincho
    /MSOutlook
    /MS-PGothic
    /MS-PMincho
    /MSReference1
    /MSReference2
    /MSReferenceSansSerif
    /MSReferenceSansSerif-Bold
    /MSReferenceSansSerif-BoldItalic
    /MSReferenceSansSerif-Italic
    /MSReferenceSerif
    /MSReferenceSerif-Bold
    /MSReferenceSerif-BoldItalic
    /MSReferenceSerif-Italic
    /MSReferenceSpecialty
    /MSSong
    /MS-UIGothic
    /MT-Extra
    /MT-Symbol
    /MT-Symbol-Italic
    /MVBoli
    /Myriad-Bold
    /Myriad-BoldItalic
    /Myriad-Italic
    /MyriadPro-Black
    /MyriadPro-BlackIt
    /MyriadPro-Bold
    /MyriadPro-BoldIt
    /MyriadPro-It
    /MyriadPro-Light
    /MyriadPro-LightIt
    /MyriadPro-Regular
    /MyriadPro-Semibold
    /MyriadPro-SemiboldIt
    /Myriad-Roman
    /Narkisim
    /NewCenturySchlbk-Bold
    /NewCenturySchlbk-BoldItalic
    /NewCenturySchlbk-Italic
    /NewCenturySchlbk-Roman
    /NewMilleniumSchlbk-BoldItalicSH
    /NewsGothic
    /NewsGothic-Bold
    /NewsGothicBT-Bold
    /NewsGothicBT-BoldItalic
    /NewsGothicBT-Italic
    /NewsGothicBT-Roman
    /NewsGothic-Condensed
    /NewsGothic-Italic
    /NewsGothicMT
    /NewsGothicMT-Bold
    /NewsGothicMT-Italic
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /NimbusMonL-Bold
    /NimbusMonL-BoldObli
    /NimbusMonL-Regu
    /NimbusMonL-ReguObli
    /NimbusRomNo9L-Medi
    /NimbusRomNo9L-MediItal
    /NimbusRomNo9L-Regu
    /NimbusRomNo9L-ReguItal
    /NimbusSanL-Bold
    /NimbusSanL-BoldCond
    /NimbusSanL-BoldCondItal
    /NimbusSanL-BoldItal
    /NimbusSanL-Regu
    /NimbusSanL-ReguCond
    /NimbusSanL-ReguCondItal
    /NimbusSanL-ReguItal
    /Nimrod
    /Nimrod-Bold
    /Nimrod-BoldItalic
    /Nimrod-Italic
    /NSimSun
    /Nueva-BoldExtended
    /Nueva-BoldExtendedItalic
    /Nueva-Italic
    /Nueva-Roman
    /NuptialScript
    /OCRA
    /OCRA-Alternate
    /OCRAExtended
    /OCRB
    /OCRB-Alternate
    /OfficinaSans-Bold
    /OfficinaSans-BoldItalic
    /OfficinaSans-Book
    /OfficinaSans-BookItalic
    /OfficinaSerif-Bold
    /OfficinaSerif-BoldItalic
    /OfficinaSerif-Book
    /OfficinaSerif-BookItalic
    /OldEnglishTextMT
    /Onyx
    /OnyxBT-Regular
    /OzHandicraftBT-Roman
    /PalaceScriptMT
    /Palatino-Bold
    /Palatino-BoldItalic
    /Palatino-Italic
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Palatino-Roman
    /PapyrusPlain
    /Papyrus-Regular
    /Parchment-Regular
    /Parisian
    /ParkAvenue
    /Penumbra-SemiboldFlare
    /Penumbra-SemiboldSans
    /Penumbra-SemiboldSerif
    /PepitaMT
    /Perpetua
    /Perpetua-Bold
    /Perpetua-BoldItalic
    /Perpetua-Italic
    /PerpetuaTitlingMT-Bold
    /PerpetuaTitlingMT-Light
    /PhotinaCasualBlack
    /Playbill
    /PMingLiU
    /Poetica-SuppOrnaments
    /PoorRichard-Regular
    /PopplLaudatio-Italic
    /PopplLaudatio-Medium
    /PopplLaudatio-MediumItalic
    /PopplLaudatio-Regular
    /PrestigeElite
    /Pristina-Regular
    /PTBarnumBT-Regular
    /Raavi
    /RageItalic
    /Ravie
    /RefSpecialty
    /Ribbon131BT-Bold
    /Rockwell
    /Rockwell-Bold
    /Rockwell-BoldItalic
    /Rockwell-Condensed
    /Rockwell-CondensedBold
    /Rockwell-ExtraBold
    /Rockwell-Italic
    /Rockwell-Light
    /Rockwell-LightItalic
    /Rod
    /RodTransparent
    /RunicMT-Condensed
    /Sanvito-Light
    /Sanvito-Roman
    /ScriptC
    /ScriptMTBold
    /SegoeUI
    /SegoeUI-Bold
    /SegoeUI-BoldItalic
    /SegoeUI-Italic
    /Serpentine-BoldOblique
    /ShelleyVolanteBT-Regular
    /ShowcardGothic-Reg
    /Shruti
    /SimHei
    /SimSun
    /SnapITC-Regular
    /StandardSymL
    /Stencil
    /StoneSans
    /StoneSans-Bold
    /StoneSans-BoldItalic
    /StoneSans-Italic
    /StoneSans-Semibold
    /StoneSans-SemiboldItalic
    /Stop
    /Swiss721BT-BlackExtended
    /Sylfaen
    /Symbol
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /Tci1
    /Tci1Bold
    /Tci1BoldItalic
    /Tci1Italic
    /Tci2
    /Tci2Bold
    /Tci2BoldItalic
    /Tci2Italic
    /Tci3
    /Tci3Bold
    /Tci3BoldItalic
    /Tci3Italic
    /Tci4
    /Tci4Bold
    /Tci4BoldItalic
    /Tci4Italic
    /TechnicalItalic
    /TechnicalPlain
    /Tekton
    /Tekton-Bold
    /TektonMM
    /Tempo-HeavyCondensed
    /Tempo-HeavyCondensedItalic
    /TempusSansITC
    /Times-Bold
    /Times-BoldItalic
    /Times-BoldItalicOsF
    /Times-BoldSC
    /Times-ExtraBold
    /Times-Italic
    /Times-ItalicOsF
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Times-Roman
    /Times-RomanSC
    /Trajan-Bold
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Tunga-Regular
    /TwCenMT-Bold
    /TwCenMT-BoldItalic
    /TwCenMT-Condensed
    /TwCenMT-CondensedBold
    /TwCenMT-CondensedExtraBold
    /TwCenMT-CondensedMedium
    /TwCenMT-Italic
    /TwCenMT-Regular
    /Univers-Bold
    /Univers-BoldItalic
    /UniversCondensed-Bold
    /UniversCondensed-BoldItalic
    /UniversCondensed-Medium
    /UniversCondensed-MediumItalic
    /Univers-Medium
    /Univers-MediumItalic
    /URWBookmanL-DemiBold
    /URWBookmanL-DemiBoldItal
    /URWBookmanL-Ligh
    /URWBookmanL-LighItal
    /URWChanceryL-MediItal
    /URWGothicL-Book
    /URWGothicL-BookObli
    /URWGothicL-Demi
    /URWGothicL-DemiObli
    /URWPalladioL-Bold
    /URWPalladioL-BoldItal
    /URWPalladioL-Ital
    /URWPalladioL-Roma
    /USPSBarCode
    /VAGRounded-Black
    /VAGRounded-Bold
    /VAGRounded-Light
    /VAGRounded-Thin
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /VerdanaRef
    /VinerHandITC
    /Viva-BoldExtraExtended
    /Vivaldii
    /Viva-LightCondensed
    /Viva-Regular
    /VladimirScript
    /Vrinda
    /Webdings
    /Westminster
    /Willow
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /WNCYB10
    /WNCYI10
    /WNCYR10
    /WNCYSC10
    /WNCYSS10
    /WoodtypeOrnaments-One
    /WoodtypeOrnaments-Two
    /WP-ArabicScriptSihafa
    /WP-ArabicSihafa
    /WP-BoxDrawing
    /WP-CyrillicA
    /WP-CyrillicB
    /WP-GreekCentury
    /WP-GreekCourier
    /WP-GreekHelve
    /WP-HebrewDavid
    /WP-IconicSymbolsA
    /WP-IconicSymbolsB
    /WP-Japanese
    /WP-MathA
    /WP-MathB
    /WP-MathExtendedA
    /WP-MathExtendedB
    /WP-MultinationalAHelve
    /WP-MultinationalARoman
    /WP-MultinationalBCourier
    /WP-MultinationalBHelve
    /WP-MultinationalBRoman
    /WP-MultinationalCourier
    /WP-Phonetic
    /WPTypographicSymbols
    /XYATIP10
    /XYBSQL10
    /XYBTIP10
    /XYCIRC10
    /XYCMAT10
    /XYCMBT10
    /XYDASH10
    /XYEUAT10
    /XYEUBT10
    /ZapfChancery-MediumItalic
    /ZapfDingbats
    /ZapfHumanist601BT-Bold
    /ZapfHumanist601BT-BoldItalic
    /ZapfHumanist601BT-Demi
    /ZapfHumanist601BT-DemiItalic
    /ZapfHumanist601BT-Italic
    /ZapfHumanist601BT-Roman
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 200
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 2.00333
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 200
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 2.00333
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 400
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00167
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e5c4f5e55663e793a3001901a8fc775355b5090ae4ef653d190014ee553ca901a8fc756e072797f5153d15e03300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc87a25e55986f793a3001901a904e96fb5b5090f54ef650b390014ee553ca57287db2969b7db28def4e0a767c5e03300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV <>
    /HUN <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020d654ba740020d45cc2dc002c0020c804c7900020ba54c77c002c0020c778d130b137c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor weergave op een beeldscherm, e-mail en internet. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for on-screen display, e-mail, and the Internet.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing false
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


